Letter of Indemnity (a)
To Orient Overseas Container Line Limited

Dear Sirs,

Vessel


:

Commodity

:

Booking Number
:

We, the undersigned, as the booking party or shipper, hereby declare that “Engine, Internal Combustion” booked by us are categorized into UN3528, UN3529 and/or UN3530 but should not be regarded as dangerous cargo because they fully comply with SP363 of the IMDG Code. 

Supplement of 

SP363 (copied from IMDG Code 2016 version / Admt 38-16)



We hereby undertake to indemnify you and/or the Carrier and hold you and/or the Carrier harmless in respect of any liability, loss, damage or expense of whatsoever nature which you and/or the Carrier may sustain as a result of any false, inaccurate or incomplete information herein provided.

Company Name

:

Contact Party

:

Phone Number

:

Date of Signature
:

Yours faithfully,









-------------------------------------------
** Supplement **
	UN No.
	Proper Shipping Name
	IMO Class

	3528
	ENGINE INTERNAL COMBUSTION, FLAMMABLE LIQUID POWERED or ENGINE, FUEL CELL, FLAMMABLE LIQUID POWERED OR MACHINERY, INTERNAL COMBUSTION, FLAMMABLE LIQUID, POWERED or MACHINERY, FUEL CELL, FLAMMABLE LIQUID POWERED
	3

	3529
	ENGINE, INTERNAL COMBUSTION, FLAMMABLE GAS POWERED or ENGINE, FUEL CELL, FLAMMABLE GAS POWERED or MACHINERY, INTERNAL COMBUSTION, FLAMMABLE GAS POWERED  or MACHINERY, FUEL CELL, FLAMMABLE GAS POWERED
	2.1

	3530
	ENGINE, INTERNAL COMBUSTION or MACHINERY, INTERNAL COMBUSTION     /   Marine Pollutant = YES
	9


SP363 (IMDG Code 2016 version / Admt 38-16)
1. – leave out -
2. Engines or machinery which are empty of liquid or gaseous fuels and which do not contain other dangerous goods, are not subject to this Code
Note 1:  An engine or machinery is considered to be empty of liquid fuel when the liquid fuel tank has been drained and the engine or machinery cannot be operated due to a lack of fuel.  Engine or machinery components such as fuel lines, fuel filters and injectors do not need to be cleaned, drained or purged to be considered empty of liquid fuels.  In addition, the liquid fuel tank does not need to be cleaned or purged.

Note 2:  An engine or machinery is considered to be empty of gaseous fuels when the gaseous fuel tanks are empty of liquid (for liquefied gases), the positive pressure in the tanks does not exceed 2 bar and the fuel shut-off or isolation Valve is closed and secured.

3. – leave out -
4. – leave out -
5. – leave out -
6. – leave out –

7. – leave out -

